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Chapter Three 

Facility Requirements 

3.1 Introduction 
This chapter presents the future requirements for airport facilities needed to accommodate the 
projected demand throughout the planning period at Lorain County Regional Airport (LPR or 
the Airport). In addition to providing sufficient capacity, consideration has been given 
throughout to providing acceptable levels of service to all airport users.  

The requirements presented herein are primarily based on the projections presented in 
Chapter Two, Forecast of Aviation Demand of this master plan document. The requirements 
were calculated using Federal Aviation Administration (FAA) standards where applicable as well 
as established industry planning standards and best practices. For the purposes of master 
planning, the requirements presented in this chapter are tied to demand for various planning 
activity levels (PALs). These PALs, while associated to a projected point in time based on the 
Forecast of Aviation Demand (5, 10, 15, and 20 years in the future), allow the Airport flexibility 
in the implementation of future projects based on actual growth in demand. Table 3.1-1, 
Planning Activity Levels, presents the four PALs, their respective traffic volumes, and the point 
in time when they are projected to occur. While the Forecast of Aviation Demand identified the 
Baseline Growth Scenario as the justified projection, the Medium Growth Scenario was also 
analyzed to identify any deficiencies should the Airport grow more rapidly due to the increased 
economic development in the immediate area. 

Additionally, some requirements are based on the existing and future critical aircraft. According 
to the forecast, the runway design code (RDC) for LPR is projected to remain a B-II classification 
through the planning period. Lastly, some requirements are more qualitative in nature and were 
derived from Airport stakeholder and tenant interviews. These sources provided firsthand 
feedback on the existing airport infrastructure and potential future needs.   
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Table 3.1-1 – Planning Activity Levels 

PAL Projected 
Year 

Based Aircraft 
Operations 

Single Multi Jet Helo Total 

Baseline Growth Scenario 

Existing 2024 73 12 2 3 90 22,930 

PAL 1 2029 75 13 2 3 93 23,090 

PAL 2 2034 77 13 2 3 95 23,260 

PAL 3 2039 80 13 2 3 98 23,420 

PAL 4 2044 82 13 2 3 101 23,580 

Medium Growth Scenario 

Existing 2024 73 12 2 3 90 22,930 

PAL 1 2029 83 14 2 4 103 23,590 

PAL 2 2034 95 16 3 4 117 24,690 

PAL 3 2039 98 16 3 4 121 25,390 

PAL 4 2044 101 17 3 4 124 26,120 

Source: LPR, CMT  
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3.2 Airside Facilities 
The determination of airside facility requirements falls into two broad categories, runways and 
taxiways: 

 Runways

o Runway Demand/Capacity – Calculates the runway capacity in comparison to
the anticipated demand.

o Runway Length – Calculates the runway length needed to accommodate the
existing and projected fleet mix.

o Runway Design Standards – Compares the current runway geometry to current
runway design standards to identify where changes and updates may be
necessary, this includes not only physical runway pavements, but runway safety
areas and protection zones as well.

 Taxiways

o Taxiway Design Standards – Compares the current taxiway geometry to current
taxiway design standards to identify where changes and updates may be
necessary.

3.2.1 Runways 

This section details the facility requirements analysis focused on the runways and includes the 
following: 

 Runway Demand/Capacity

 Runway Length

 Runway Design Standards

As described in the Inventory chapter, LPR maintains one active runway: Runway 7/25, which is 
presented in Exhibit 3.2-1, Existing Airfield Configuration. The FAA uses the designation of an 
existing and future critical aircraft to determine the standards to which a runway is built and 
maintained. As previously mentioned, LPR’s existing and future critical aircraft based on demand 
is a B-II with a representative aircraft of a Cessna 560.  DRAFT
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Exhibit 3.2-1 – Existing Airfield Configuration 

 
Source: Aerial Mapping captured 2024, Martinez Geospatial, CMTDRAFT
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Runway Demand/Capacity 

The purpose of the LPR runway demand/capacity analysis was to determine the capacity of the 
airport in terms of the maximum number of operations that can be accommodated. This 
capacity was then compared to projected demand through PAL 4 to identify if additional 
capacity may be needed. In general, airports that utilize a single runway or intersecting runway 
systems to accommodate their demand have lower operational capacity than airports that have 
only parallel runways. 

Methodology 

The “Handbook Method,” or the methodology prescribed in FAA Advisory Circular (AC) 
150/5060-5, Airport Capacity and Delay, was used to determine the capacity of the existing 
runway system at LPR. This methodology relies upon the projected fleet mix of aircraft and the 
number of operations projected by each aircraft classification in the fleet mix. Table 3.2-1, 
Aircraft Classifications, presents the aircraft classifications as defined by the FAA for the 
determination of airfield capacity and aligns these classifications with the projected fleet mix 
type from Chapter Two, Forecast of Aviation Demand.  

FAA Traffic Flow Management System Counts (TFMSC) data from 2013 to 2023 was analyzed 
to determine the historical percentage of each category by maximum take-off weight (MTOW). 
These percentages were then utilized to determine the Mix Index. The Mix Index is a formula 
expressed as the percent of Class C aircraft plus three (3) times the percent of Class D aircraft 
(Mix Index= %C+(3*%D)). The majority of existing operations at LPR are conducted by Class A 
and B aircraft with a resulting Mix Index of 19.85 percent. 

Table 3.2-1 – Aircraft Classifications 

Class MTOW (lbs) Engines Wake Turbulence 
Class 

Fleet Mix 
Percentage¹ 

A 
< 12,500 

Single 
Small 98.3% 

B 

Multi C 12,500 – 300,000 Large 0.5% 

D > 300,000 Heavy 0.02% 

Notes: 1. Percentage does not add up to 100% due to helicopter and other operations which are not categorized. 
Source: TFMSC 2013-2023 

In addition to projected fleet mix, the handbook method relies on a set of standard runway 
configurations. There are 19 total configurations identified by the AC which account for most 
runway configurations that exist. The intent of the AC is for the user to apply the standard 
configuration that most closely represents the airfield being assessed. Exhibit 3.2-2, Runway 
Use Configuration N°1, presents the basic configuration of a single runway configuration 
utilized in this analysis. Table 3.2-2, Configuration N°1 Capacity Table, presents the 
corresponding capabilities of runway-use configuration N°1 in terms of hourly capacity under 
both Visual Flight Rules (VFR) and Instrument Flight Rules (IFR) as well as Annual Service 
Volume (ASV). With the Mix Index of 19.85 percent at LPR, the 0 to 20 category was used.  
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Exhibit 3.2-2 – Runway Use Configuration N°1 

 

Source: FAA AC 150/5060-5 

 

Table 3.2-2 – Configuration N°1 Capacity Table 

Mix Index 
Hourly Capacity 

ASV 
VFR IFR 

0 to 20 98 59 230,000 

21 to 50 77 57 200,000 

51 to 80 77 56 215,000 

81 to 120 76 59 225,000 

121 to 180 72 60 265,000 

Source: FAA AC 150/5060-5 
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Results 

As a result of the runway capacity analysis, the ASV for LPR’s runway configuration is 230,000 
annual aircraft operations and 98 and 59 hourly operations in VFR and IFR conditions, 
respectively. The aircraft operations projections from Chapter Two, Forecast of Aviation 
Demand, were then compared to the resulting capacity volumes. Table 3.2-3, Runway Capacity 
Results, presents the forecast demand at LPR in PAL 4 for both the Baseline and Medium 
Growth compared to the identified maximum capacity. The findings of this analysis indicate that 
the existing airfield configuration at LPR has sufficient capacity to accommodate projected 
demand through the planning period. 

Table 3.2-3 – Runway Capacity Results 

Element 
Hourly 

Annual 
VFR IFR 

Maximum Capacity Operations 98 59 230,000 

PAL 4 Operations 
(Baseline/Medium) 20/22 23,580/26,120 

Source: FAA, LPR, CMT 
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Runway Length 

In order to understand the adequacy of the runway and its length at LPR, a runway length 
analysis was performed as part of the Master Plan Update. This analysis was performed utilizing 
the Small Aircraft Runway Length Analysis Tool (SARLAT). SARLAT is a computer model that 
provides an enhanced method for estimating runway length requirements by using individual 
aircraft performance information, as opposed to the generalized approach outlined in FAA 
Advisory Circular 150/5325-4B, Runway Length Requirements for Airport Design.  

SARLAT is specifically intended for assessing runway length needs for small aircraft with a 
maximum takeoff weight of 20,200 pounds or less and includes detailed takeoff and landing 
performance characteristics for 42 aircraft. The tool evaluates site-specific factors such as 
airport elevation, mean maximum daily temperature of the hottest month, desired aircraft useful 
load, variable wind conditions, runway gradient, and runway surface conditions.  

Methodology 

SARLAT has two analysis modes: evaluation of an existing runway and design of a new runway. 
The runway evaluation mode estimates the operational suitability of individual aircraft to 
operate at an existing airport while the runway design mode estimates the takeoff and landing 
runway length requirements for individual aircraft for a given set of airport conditions. This 
analysis utilized both modes to garner a broader understanding of the runway length 
requirements of the projected fleet and the Airport’s current ability to accommodate it. 

Five steps are required to perform these analyses within SARLAT: 

1. Select the runway evaluation mode 

2. Select the aircraft fleet mix operating at the airport 

3. Define airport environmental conditions (pressure altitude, air temperature, and 
wind speed) 

4. Define runway information (runway length, runway gradient, and runway 
pavement conditions) 

5. Run the case 

The fleet mix was determined through an analysis of 2024 FlightAware data and is summarized 
in Table 3.2-4, SARLAT Fleet Mix. Table 3.2-5, SARLAT Inputs, details other inputs utilized in 
this evaluation. 

  DRAFT
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Table 3.2-4 – SARLAT Fleet Mix 

Aircraft Type Category MTOW (lbs) MLW (lbs) 

Cessna 172 Piston A-I 2,300 2,300 

Cessna 177 Piston A-I 2,500 2,500 

Cessna 182 Piston A-I 2,950 2,950 

Cirrus SR 20 Piston A-I 3,150 3,150 

Cirrus SR 22 Piston A-I 3,600 3,600 

Piper 28 Piston A-I 3,000 3,000 

Piper 30 Piston B-I 3,600 3,600 

King Air C90 Turboprop B-II 10,485 9,832 

Pilatus PC12 Turboprop B-II 10,450 9,921 

Cessna 560 Jet B-II 20,200 18,700 

Source: FlightAware 2024, CMT 

Table 3.2-5 – SARLAT Inputs 

Element Input Value 

Environmental Factors 

Pressure Altitude (Field Elevation) (ft) 793 

Mean Max Temperature (°F) 81 

Wind Speed (kts) 0 

Runway Information 

Runway Length (ft) 5,002 

Runway Gradient (%) 0.1 

Surface Type Paved 

Source: LPR, FAA, CMT 

Results 

The SARLAT evaluation provided results for both takeoff and landing length requirements. The 
takeoff requirements detail the runway length needed in both dry and wet conditions, where 
the wet conditions represent a contaminated runway which would impact aircraft performance. 
Similarly, the landing requirements also present dry and wet conditions but also incorporate the 
length requirements for aircraft operating under Part 135. Part 135 refers to operations such as 
commuter and on-demand operations, which carry stricter safety regulations and therefore 
longer length requirements. Exhibit 3.2-3, Takeoff Length Requirements, presents the results 
of the takeoff length analysis. All analyzed aircraft were capable of taking off with the existing 
length of Runway 7/25. Exhibit 3.2-4, Landing Length Requirements, presents the results of 
the landing length analysis. In summary, the existing length of Runway 7/25 is sufficient unless 
Part 135 operations on larger business jets commence.  
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Exhibit 3.2-3 – Takeoff Length Requirements 

 
Notes: For simplicity, only the most critical of the A-I Cessnas is presented in the graph. 
Source: FlightAware 2024, SARLAT, CMT 

Exhibit 3.2-4 – Landing Length Requirements 

 
Notes: For simplicity, only the most critical of the A-I Cessnas is presented in the graph. 
Source: FlightAware 2024, SARLAT, CMT 
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Runway Design Standards 

Ideally all runways are designed and constructed in accordance with FAA guidelines and 
requirements at the time of construction. However, as aviation and aircraft have evolved over 
time, so have the guidelines which stipulate basic geometric requirements that enable a runway 
or runway system to accommodate traffic by a certain type or size of aircraft and will assist in 
identifying any airfield constraints that require modification. The following subsections present 
the runway compliance constraints at LPR based on FAA AC 150/5300-13B (AC 13B), Airfield 
Design, and AC 150/5000-17, Critical Aircraft and Regular Use Determination. 

Runway Geometry 

Table 3.2-6, Geometry Standards Evaluation, presents a comparison of the runway at LPR to 
its respective runway geometry design standards as prescribed by the FAA based on the RDC 
of the critical aircraft for that runway. In summary, the runway at LPR complies with the current 
runway guidance for the existing and future requirements. 

Table 3.2-6 – Geometry Standards Evaluation 

Design Element Existing Existing/Future Required 

RDC B-II B-II 

Runway Width 100’ 100’ 

Runway Shoulder - 10’ ¹ 

Blast Pad Width - 120’ ¹ 

Blast Pad Length - 150’ ¹ 

Notes: 1. FAA recommended but not required. 
Source: FAA AC 150/5300-13B, LPR, CMT 

It is important to clarify that FAA AC 13B indicates paved shoulders are required for runways 
accommodating ADG IV and higher and are only recommended for runways accommodating 
ADG II aircraft with a high percentage of turbine aircraft operations. However, it is acceptable 
for runways with a critical aircraft of ADG-I, ADG-II, and ADG-III, to have turf shoulders and blast 
pads. 0F

1 

Runway to Parallel Taxiway Separation 

Runway to parallel taxiway centerline separation requirements are determined by the ADG in 
combination with the visibility minima of the associated runway. If the visibility minimum is less 
than one half-mile, the separation requirement increases. Table 3.2-7, Runway to Parallel 
Taxiway Separations, presents a comparison of the runway to parallel taxiway separation 
requirements, current and future, with the existing separation distances of each. For the existing 
and future requirements of a B-II, the parallel taxiway, Taxiway B at LPR, exceeds the 
requirement.  

 
 

1 FAA AC 150/5300-13B, Airport Design, Paragraphs 3.7.3.1, 3.7.3.2, 3.7.4.1, and 3.7.4.2. 
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Table 3.2-7 – Runway to Parallel Taxiway Separations 

Taxiway Visibility Min. Existing Existing/Future Required 

B ½ Mile 400’ 300’ 

Source: FAA AC 150/5300-13B, LPR, CMT 

Runway Safety Areas and Runway Object Free Areas 

FAA AC 13B prescribes the geometric standards for Runway Safety Areas (RSAs) and Runway 
Object Free Areas (ROFAs) at airports in the United States. Each of these safety areas are 
defined as follows: 

 Runway Safety Area (RSA) – A defined surface surrounding the runway prepared or 
suitable for reducing the risk of damage to an aircraft in the event of an overshoot, 
undershoot, or excursion from the runway. 

 Runway Object Free Area (ROFA) – An area centered on the ground on a runway 
centerline provided to enhance the safety of aircraft operations by remaining clear of 
objects, except for objects that are required in the ROFA for air navigation or aircraft 
ground maneuvering purposes. 

The dimensions of these safety areas are determined by the capabilities of the runway and the 
type of traffic the runway is intended to serve. Table 3.2-8, Runway Safety Areas and Object 
Free Areas, presents a comparison of the runway at LPR and its associated RSA and ROFA to 
the respective dimensional guidance as prescribed by the FAA. 

Table 3.2-8 – Runway Safety Area and Object Free Areas 

Design Element Existing Existing/Future Required 

RDC B-II B-II 

Runway Safety Area (RSA) 

Length beyond departure end 600’ 600’ 

Length prior to arrival threshold 600’ 600’ 

Width 300’ 300’ 

Runway Object Free Areas (ROFA) 

Length beyond departure end 600’ 600’ 

Length prior to arrival threshold 600’ 600’ 

Width 800’ 800’ 

Source: FAA AC 150/5300-13B, LPR, CMT 
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Table 3.2-9, RSA and ROFA Incompatibilities, list the items within the RSA and ROFA of each 
runway and Exhibit 3.2-5, RSA and ROFA Incompatibilities, identifies them graphically. There 
are seven items located within the RSA and ROFA at LPR. These are NAVAIDs and lighting 
necessary for the safe operation of the Airport. Therefore these items are considered “fixed by 
function.” 

Table 3.2-9 – RSA and ROFA Incompatibilities 

# Object Determination 

Items in RSA 

1 Runway 7 ILS Fixed By Function 

2 Runway 7 Threshold Lights Fixed By Function 

3 Runway 7 PAPI Fixed By Function 

4 Runway 25 PAPI Fixed By Function 

5 Runway 25 Threshold Lights Fixed By Function 

6 Runway 25 REILs Fixed By Function 

Other Runway Lights & Signage Fixed By Function 

Notes: Items in the RSA are also located in the ROFA, however, for clarity, are only listed under the more critical surface. 
Source: FAA AC 150/5300-13B, LPR, CMT 
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Exhibit 3.2-5 – RSA and ROFA Incompatibilities 

 
Source: Aerial Mapping captured 2024, Martinez Geospatial, LPR, CMTDRAFT
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Runway Protection Zones 

The Runway Protection Zone (RPZ) is defined by the FAA as, “an area at ground level prior to 
the threshold or beyond the runway end to enhance the safety and protection of people and 
property on the ground.” This is best achieved through airport owner control of the land area(s) 
that fall within the RPZ. Control is preferably exercised through the acquisition of sufficient 
property interest in the RPZ and include clearing the RPZ areas (and maintaining them clear) of 
incompatible objects and activities. 1F

2 

Similar to RSAs and ROFAs, the dimensions of RPZs are determined by the capabilities of the 
associated runway and the size and capabilities of the aircraft which regularly use the runway. 
Table 3.2-10, Existing and Future RPZ Dimensions, presents the required dimensions of each 
approach RPZ at LPR based on existing and future conditions, classifications, and approach 
minimums. The following sections will examine if there are any incompatibilities within each 
runway end’s RPZ. 

Table 3.2-10 – Existing and Future RPZ Dimensions 

Runway 
Ends RDC Visibility 

Minima Inner Width Outer Width Length 

7 B-II ½ mile 1,000’ 1,750’ 2,500’ 

25 B-II Visual 500’ 700’ 1,000’ 

Source: FAA AC 150/5300-13B, LPR, CMT 

  

 
 

2 FAA AC 150/5300-13B, Airport Design, paragraph 310. 
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Runway 7/25 
Exhibit 3.2-6, Runway 7/25 RPZs, depicts the existing and future RPZs for Runway 7/25. The 
Runway 25 RPZ is fully compliant with standards while the Runway 7 RPZ is not due to various 
incompatible land uses. These include: 

 Public Roads: 

o 1,170 liner feet (LF) of Russia Road 

o 150 LF of Oberlin Road 

Additionally, while portions of the Runway 7 RPZ also extend beyond Airport property 
boundaries, these areas are covered by existing avigation easements which meet the FAA 
criteria of RPZ land control. If the existing footprint of the runway at LPR would be changed in 
the future, the FAA would require moving the roads to meet the clear RPZ requirements. 

Exhibit 3.2-6 – Runway 7/25 RPZs 

 
Source: Aerial Mapping captured 2024, Martinez Geospatial, LPR, CMT 
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3.2.2 Taxiways 

Taxiway Width 

The Airport’s taxiway system serves the important function of providing a connection between 
the runways and the rest of the Airport environment. As described in Chapter One, Inventory of 
Existing Conditions, the airfield at LPR is served by a system of four taxiways and one taxilane. 
Taxiway B is a full-length parallel taxiway to the south of Runway 7/25 while Taxiways A, C East, 
D and Taxilane C West provide connections from the movement area to the aprons and aircraft 
parking. It is important to analyze and identify any potential deficiencies in the taxiway system 
which would hinder aircraft movements. Table 3.2-11, Taxiway Width Requirements, presents 
the existing condition and the requirements of the taxiway system. In summary, the existing 
taxiway system at LPR complies with or exceeds the current taxiway width requirements for the 
existing and future conditions. 

Table 3.2-11 – Taxiway Width Requirements 

Taxiway Existing Existing/Future Required 

A 50’ 35’ 

B 50’ 35’ 

C East 40’ 35’ 

C West (taxilane) 40’ 35’ 

D 35’ 35’ 

Source: FAA AC 150/5300-13B, LPR, CMT 

Taxiway Geometry 

In recent years, the FAA has placed special emphasis on the prevention of runway incursions 
and the maintaining of pilot awareness. The FAA defines a runway incursion as “any occurrence 
at an aerodrome involving the incorrect presence of an aircraft, vehicle, or person on the 
protected area of a surface designated for the landing and takeoff of aircraft.”2F

3 FAA AC 13B, 
provides the following guidance on proper taxiway and taxilane geometry which enhances 
safety by reducing the probability of runway incursions: 

 Keep taxiway systems simple by using the three-path concept. As illustrated in Exhibit 
3.2-7, Three-Path Concept, the three-path concept means a pilot should have no more 
than three choices at an intersection (preferably left turn, right turn, and straight). 

 Avoid wide expanses of pavement with taxiway-to-runway interfaces. For example, an 
aircraft parking apron should not be directly connected to a runway by a taxiway. 

 Reduce the need for aircraft to cross runways. 

 Avoid “high-energy” intersections. High-energy intersections are intersections in the 
middle third of the runway. 

 
 

3 https://www.faa.gov/airports/runway_safety/news/runway_incursions/ 
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 Provide right angle intersections (between two taxiways and between a taxiway and a 
runway). Do not use acute angle runway exits as a runway entrance point or as runway 
crossing. 

 Avoid dual-purpose pavements. Do not use runways as taxiways and vice versa. 

 Do not construct taxiways that lead directly from an aircraft parking apron to a runway. 

Exhibit 3.2-7 – Three-Path Concept 

 
Source: FAA AC 150/5300-13B 

Proper taxiway designation and signage reduces the risk of pilot disorientation and increases 
overall airfield safety, contributing to fewer incidents. The taxiways at LPR are mostly compliant 
in terms of signage and designation. The taxiway system at LPR has the following 
noncompliance issues and are presented graphically in Exhibit 3.2-8, Taxiway Geometry 
Deficiencies.  

 Direct access from Main Apron to Runway 7/25 via Taxiway A 

 Wide expanse of pavement from FBO Apron 

The Alternatives chapter will analyze options for mitigation of these geometry deficiencies. 
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Exhibit 3.2-8 – Taxiway Geometry Deficiencies 

 
Source: Aerial Mapping captured 2024, Martinez Geospatial, LPR, CMTDRAFT
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3.3 Meteorological Conditions 

3.3.1 Runway Wind Coverage 

Wind is a key factor influencing runway orientation and the number of runways at an airport. 
Ideally, a runway should be aligned with the prevailing wind. Wind conditions affect all aircraft 
to varying degrees. Generally, smaller aircraft have more stringent crosswind tolerances and are 
more affected by the wind. Wind coverage refers to the percent of time crosswind and tailwind 
components are above an acceptable velocity threshold. In accordance with FAA AC 13B, 
Airport Design, the wind coverage analysis allowed for maximum crosswind components of 10.5 
knots and 13.0 knots on each runway end.  

Methodology 

The analysis performed to evaluate the wind coverage of the existing airfield geometry at LPR 
for this Master Plan was consistent with the guidance prescribed in FAA AC 13B, Appendix B. 
When a runway or system of runways provides less than 95 percent coverage for the aircraft 
that are projected to use the runway(s) on a regular basis, an additional runway orientation may 
be recommended.  

Wind Coverage Results 

As previously discussed in Chapter One, Inventory of Existing Conditions, the desirable wind 
coverage for an airport is 95 percent or greater for the crosswind component related to the 
category of aircraft expected to utilize the airport. At LPR, the applicable crosswind is 13 knots 
which is the maximum allowable crosswind for B-II aircraft. Based on the weather observations 
presented in Table 3.3-1, Wind Coverage Results, for all weather, Visual Meteorological 
Conditions (VMC), and Instrument Meteorological Conditions (IMC) conditions, the Airport does 
not provide at least 95 percent wind coverage under the existing runway configuration at 10.5 
knot and 13 knot crosswind components. Given that the existing runway configuration does not 
meet the recommended 95 percent coverage, the Alternatives chapter will analyze solutions to 
meet this requirement. 

Table 3.3-1 – Wind Coverage Results 

Crosswind 
Component (knots) 

Runway 7/25 

All Weather VMC IMC 

10.5 90.53% 86.41% 90.02% 

13 94.76% 91.98% 94.68% 

16 98.43% 96.88% 98.48% 

20 99.66% 99.35% 99.73% 

Source: National Centers for Environmental Information (NCEI) 2014-2023, LPR, CMT 
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Ceiling And Visibility 

In addition to the wind analysis, a ceiling and visibility analysis was undertaken to determine the 
percentage of time that weather conditions at LPR caused these factors to be below the existing 
approach minimums for the Airport. At LPR, the lowest current allowable limits are a vertical 
ceiling of 200 feet above ground level (AGL) and horizontal visibility minimum of ½ mile. The 
dataset analyzed consisted of hourly weather data observations obtained from NCEI for the 
period January 1, 2014, through December 31, 2023. According to this data, it was found that the 
Airport experienced weather conditions below the existing approach minimums approximately 
one percent of the time. Exhibit 3.3-1, Percent of Time Below Minimums, presents the 
percentage of time that the Airport is under specific ceiling and visibility minimum conditions.  

Exhibit 3.3-1 – Percent of Time Below Minimums 

 
Source: National Centers for Environmental Information (NCEI) 2014-2023, LPR, CMT 

While this percentage of time below airport minimums is considered to be acceptable, it should 
be noted that this refers only to the minimums on Runway 7 which has an ILS. Runway 25 does 
not maintain any instrument approaches due to intersecting the Cleveland Hopkins International 
Airport airspace. It was noted during stakeholder interviews that there is a strong desire for 
improved approaches on Runway 25 if possible.   

91.5%

7.5%

1.0%
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3.4 General Aviation Facilities 
As a general aviation (GA) airport, LPR provides facilities such as a fixed base operator (FBO) 
building and aircraft storage hangars owned and operated by the Airport and private owners. 
Overall, there is a mix of conditions reported among these facilities and stakeholder interviews 
reflected the need for additional hangars. The GA facility requirements analysis is presented in 
the following sub-sections.  

3.4.1 Fixed Base Operator 

The FBO building is operated by MRK Aviation and is located on the main Airport entrance road 
off Russia Road. It provides pilot/passenger break areas, with coffee and vending machines, 
restrooms, and administrative offices. Information gathered during stakeholder interviews and 
site visits identified that the facility is currently in poor condition and since the FBO building also 
houses various other businesses at the Airport, it is at capacity. The Alternatives chapter will 
identify options to redevelop this facility and provide additional capacity for the tenants which 
utilize it. 

3.4.2 Hangars 

Methodology 

The methodology for the determination of hangar needs utilizes the based aircraft forecast, 
both the Baseline and Medium Growth Scenarios, to quantify the number of additional hangars 
required during the planning period. As the number of based aircraft increases over time, the 
number of hangars required also increases. 

Assumptions 

All hangars are currently occupied at LPR and the Airport maintains a waitlist of approximately 
15 aircraft which identifies that there is an existing deficit in hangar storage at LPR. Due to this, 
any increase in based aircraft determined from the based aircraft forecast would require 
additional hangar space. This assumption is consistent with recent trends both at LPR and in the 
GA market in general. Due to the sizable investment that an aircraft represents, aircraft owners 
have shifted away from outdoor aircraft storage solutions with a strong preference for hangar 
storage of aircraft. This is also encouraged by insurance companies as well with lower premiums 
for aircraft stored in hangars. Single engine aircraft and some multi-engine aircraft are assumed 
to be accommodated in T-hangars while helicopters, larger multi-engine and jet aircraft are 
assumed to occupy larger box hangers. The approximate hangar sizing requirements are based 
on existing hangar facilities when available. Otherwise, industry standard for hangar sizing was 
utilized.  
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Requirements 

Table 3.4-1, Hangar Requirements, presents the GA hangar requirements based on the 
previously described assumptions. The forecast projects an increase from 90 based aircraft in 
2024 to 101 and 124 aircraft by 2044, in the Baseline and Medium Growth Scenarios, respectively. 
To accommodate the projected growth in based aircraft over the planning period, the results of 
this analysis indicate that in the Baseline Scenario, nine additional T-hangar parking positions 
and one additional box hangar position will be required. In the Medium growth Scenario, 28 
T-hangar positions and seven box hangar or larger positions will be required. It should be noted 
that the box hangar can either house a single aircraft or multiple aircraft in one hangar. Also, the 
ratio of box hangar to T-hangar is subject to change based off tenant needs.  

Table 3.4-1 – Hangar Requirements 

Hangar Type 2029 (PAL 1) 2034 (PAL 2) 2039 (PAL 3) 2044 (PAL 4) TOTAL 

Baseline Growth Scenario 

T-hangars +2 +2 +3 +2 +9 

Box hangars +0 +1 +0 +0 +1 

Medium Growth Scenario 

T-hangars +10 +12 +3 +3 +28 

Box hangars +4 +2 +0 +1 +7 

Source: LPR, CMT 
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3.4.3 Aprons 

The GA aprons, the Main Apron and the Public Apron, at LPR are available for use by both based 
and transient aircraft and consist of approximately 55,000 square yards of area. As operations 
increase, the demand for apron parking will rise, particularly for itinerant aircraft, which account 
for approximately 40 percent of total itinerant operations. 

Methodology 

The methodology employed in the analysis of the GA apron requirements utilized the FAA’s 
Apron Parking Area Calculator for Based and Transient Aircraft for ADG I and II aircraft.  

These models calculated the area required based on the projected number of annual GA 
itinerant operations and based aircraft not utilizing a hangar for the respective PALs. 

Assumptions 

The analysis utilized the following assumptions: 

 PALs 1 and 2 utilized 705 square yards for ADG I and 1,360 square yards for ADG II 

 Five percent of based aircraft park on the apron 

 Itinerant parking is comprised of 50 percent ADG I and 50 percent ADG II  

 July was the busiest month, accounting for 13 percent of total annual operations 

 50 percent of operations were itinerant 
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Requirements 

Based on this analysis, projections indicate that existing apron space at LPR is sufficient through 
the end of the planning period. Table 3.4-2, Apron Parking Requirements, outlines the results 
of the apron analysis, for both the Baseline Growth Scenario and Medium Growth Scenario. 
These results align with anecdotal observations provided by the Airport and the understanding 
that most of the traffic at LPR is local and that most based aircraft owners prefer to be in a 
hangar. As demand continues to grow, periodic reassessment of apron utilization and capacity—
including input from airport users—will ensure the airport can effectively support both based 
and transient aircraft parking needs. Additionally, should the Airport begin to experience more 
transient traffic and an increase in operations by larger aircraft, further strain could be placed 
on the apron and the analysis should be reevaluated at that time.  

Table 3.4-2 – Apron Parking Requirements 

Item 2024 
(Existing) 

2029  
(PAL 1) 

2034  
(PAL 2) 

2039  
(PAL 3) 

2044  
(PAL 4) 

Baseline Growth Scenario 

Apron Required (yd²) 23,960 25,730 27,400 28,290 28,400 

Apron Surplus/Deficiency (yds²) 31,040 29,270 27,600 26,710 26,600 

Medium Growth Scenario 

Apron Required (yd²) 23,960 26,080 28,400 29,670 30,180 

Apron Surplus/Deficiency (yds²) 31,040 28,920 26,600 25,330 24,820 

Source: LPR, CMT  
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3.5 Landside Facilities 
The determination of landside access and parking requirements falls into two main categories: 

 Landside Access – Qualitative analysis of the current airport access and potential future 
recommendations. 

 Vehicle Parking – The provision of sufficient vehicle parking associated with and adjacent 
to a given facility that allows for the functional operation of the facility. 

3.5.1 Landside Access 

Currently, access at LPR is accessed by U.S.-20, Ohio Route 58, and Ohio Route 113. Access to 
the airport entrance can be made off Ohio Route 57/Russia Road. It is unlikely that this would 
be modified. Currently, the gate access point is inefficiently located before the FBO and other 
publicly utilized facilities, which deters and hinders public access.  

3.5.2 Vehicle Parking 

Short-term vehicle parking is available near the FBO with approximately 3,350 square yards of 
parking area and 63 parking stalls including one handicap position. It is understood that this 
parking capacity is currently sufficient, however, as new developments are incorporated, 
consideration should be given to provide parking facilities for these expansions. 
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3.6 Support Facilities 
Support facilities include any facilities at the Airport that provide services contributing to the 
functional operation of an airport. Support facilities can be comprised of landside and/or airside 
uses. The support facilities have been categorized based upon their role at the Airport and the 
entities that they support. The support facilities requirements discussed in this section include: 

 Maintenance/SRE 

 Fuel Storage 

 Security/Fencing 

 Electric Vertical Takeoff and Landing (eVTOL) Facilities 

The support facilities that do not need additional requirements and therefore are not discussed 
in this section include: 

 Aircraft Rescue & Fire Fighting (ARFF) 

 Deicing/Anti-Icing 
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3.6.1 Maintenance & Snow Removal Equipment 

As identified in Chapter One, Inventory of Existing Conditions, the Maintenance Storage building 
near the FBO and the County Maintenance Garage off the Airport entrance road are the main 
facilities for maintenance and SRE storage. Both facilities combine for a total of 7,470 square 
feet of storage space and are considered to be at or near capacity. The Maintenance Storage 
Building is in poor condition and needs to be replaced. Table 3.6-1, Maintenance & Snow 
Removal Storage Requirements, presents the results of the maintenance and snow removal 
storage analysis. The Alternatives analysis will identify solutions to increase storage capacity. 

Table 3.6-1 – Maintenance & Snow Removal Storage Requirements 

Facility 2029 (PAL 1) 2034 (PAL 2) 2039 (PAL 3) 2044 (PAL 4) 

Baseline Growth Scenario 

Facility Needs (ft²) 7,520 7,580 7,630 7,680 

Surplus/Deficit (ft²) 50 110 160 210 

Medium Growth Scenario 

Facility Needs (ft²) 7,680 8,020 8,240 8,470 

Surplus/Deficit (ft²) 210 550 770 1,000 

Source: LPR, CMT 
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3.6.2 Aircraft Fuel Storage 

Fuel at LPR is currently stored in underground tanks located off the main Airport entrance road. 
This storage includes two tanks, one used to store a total of 12,000 gallons of AvGas and the 
other storing 12,000 gallons of JetA.  

Given that the circumstances at each airport are different in terms of how fuel is consumed and 
dispensed, it was important to understand the relationship between aircraft operations and fuel 
consumption. Data was analyzed from the Airport for the year 2024. Table 3.6-2, LPR Fuel 
Sales Observations, presents the information that was extracted from this set of fuel sales data.  

Table 3.6-2 – LPR Fuel Sales Observations 

Observation AvGas JetA 

Total 2024 Uplift (gal) 62,151 113,015 

Busiest Month  

(per operations forecast) 
July 

Average day Uplift 261 474 

Average fuel uplift per operation 5.42 10.95 

Source: LPR, CMT 

Assumptions 

This analysis maintained the historic uplift assumptions of an average of 5.42 gallons and 
10.95 gallons for AvGas and JetA, respectively per operation. In the event of a fuel supply 
disruption or excessive lead-times in fuel delivery, a minimum 15-day supply of fuel on hand was 
also applied for an airport of this size to maintain continuity of operations. Additionally, while 
LPR currently has storage for 12,000 gallons of each fuel type, according to studies, 
approximately up to 20 percent of each tank is considered unusable. A portion of the top of the 
tank must remain available for overfill protection and a portion of the bottom fuel is unusable 
due to normal fueling operations not allowing for complete emptying of the tank.3F

4 Therefore, 
this analysis assumed an existing usable fuel of 9,600 gallons per fuel type. 

  

 
 

4 Kramer, L. S., Jones, R., Neuder, D., Tessitore, N., & Shafer, G. (2019). ACRP Research Report 192: Airport 
Management Guide for Providing Aircraft Fueling Services.  
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Requirements 

Table 3.6-3, Fuel Storage Requirements, presents the fuel storage requirements based on the 
previously presented methodology and planning assumptions. The analysis determined that 
there is sufficient fuel storage capacity throughout the planning period, however, the Airport 
has expressed that the tanks approximately 30 years old and are nearing end of useful life.  

Table 3.6-3 – Fuel Storage Requirements 

Item 2024 
(Existing) 

2029  
(PAL 1) 

2034  
(PAL 2) 

2039  
(PAL 3) 

2044  
(PAL 4) 

Baseline Growth Scenario 

Daily Fuel Demand (gal) 

AvGas 261 262 264 266 268 

JetA 474 477 481 484 487 

15-day Fuel Storage Demand (gal) 

AvGas 3,910 3,940 3,970 4,000 4,020 

JetA 7,110 7,160 7,220 7,260 7,310 

15-day Fuel Storage Surplus/Deficit (gal)¹ 

AvGas 5,690 5,660 5,630 5,600 5,580 

JetA 2,490 2,440 2,380 2,340 2,290 

Medium Growth Scenario 

Daily Fuel Demand (gal) 

AvGas 261  268 281 289 297 

JetA 474 487 510 525 540 

15-day Fuel Storage Demand (gal) 

AvGas 3,910 4,030 4,210 4,330 4,460 

JetA 7,110 7,320 7,660 7,880 8,100 

15-day Fuel Storage Surplus/Deficit (gal)¹ 

AvGas 5,690 5,570 5,390 5,270 5,140 

JetA 2,490 2,280 1,940 1,720 1,500 

Note: ¹Existing fuel storage capacity is 80 percent of total tank capacity. 
Source: LPR, CMT 

3.6.3 Security & Fencing 

The Airport currently maintains a full perimeter fence which is understood to be in good 
condition. As noted in the Inventory chapter, the location of fencing and gates at the main 
airport entrance does not allow appropriate landside access to some on airport facilities. 
Additionally, with the recent release of Airport land to the north, fencing along this side of the 
Airport will need to be relocated. In conjunction with other development planning, the 
Alternatives chapter will analyze more appropriate configurations for the Airport fencing and 
gates.  
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3.6.4 Electric Vertical Takeoff and Landing (eVTOL) Facilities 

With the emergence of Urban Air Mobility/Advanced Air Mobility (UAM/AAM) technology and 
the eventual maturation of this mode of transportation, it is anticipated that suburban general 
aviation airports are going to play a role in the future. Current industry thinking is that the 
anticipated first phase of this market is that the GA airports are likely to serve as “spokes” in a 
network of feeders to the larger centrally located commercial airports. This in turn will provide 
improved access to the larger commercial airports and to a wider passenger base without 
having to navigate ground transportation congestion to reach the beginning of their air journey. 
While the exact requirements of facilities accommodating these vehicles are not yet known, the 
Engineering Brief 105a, Vertiport Design, provides the most analogous model for VTOL 
vertiports to date. This guidance is in supplement to FAA AC 150/5390-2D, Heliport Design, and 
identifies vertiports as an extension of a heliport.  

The guidance recommends GA airports such as LPR preserve land for a vertiport with a 
minimum 500 feet from runway centerline. This area should also be free of obstacles in the 
immediate vicinity. Table 3.6-4, Takeoff and Landing Area Dimensions, correlates to the 
numbers presented in Exhibit 3.6-1, Relationship and Dimensions of TLOF, FATO, and Safety 
Area, which depicts the expected dimensions for the TLOF, FATO, and Safety Area. Future 
development of eVTOL facilities will require more in-depth planning and the utilization of exact 
vehicle measurements. 

Table 3.6-4 – Takeoff and Landing Area Dimensions 

Element Dimension 

TLOF 1D 

FATO 2D 

Safety Area 2.5D 

Note: D indicates controlling dimension of the proposed vehicle. 
Source: FAA Airport Engineering Brief No 105a, Vertiport Design, 27 December 2024 
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Exhibit 3.6-1 – Relationship and Dimensions of TLOF, FATO, and Safety Area 

 
Note: As empirical validated performance data for individual VTOL aircraft is analyzed and understood, these criteria may be 

adjusted appropriately. 

Source: FAA Airport Engineering Brief No 105a, Vertiport Design, 27 December 2024 

Infrastructure Considerations 

The introduction of electric and eVTOL aircraft will drive infrastructure changes at airports. 
While their exact needs are not yet known, some potential requirements include specialized 
charging setups, hangar modifications, such as advanced electrical systems for charging and 
maintenance, dedicated land for vertiports, and the increased electrical demands of 
incorporating these kinds of operations. As more detailed information and guidance becomes 
available, future planning efforts should be proactive in incorporating strategies to integrate 
electric and eVTOL aircraft into the Airport’s operations. 

  DRAFT



L O R A I N  C O U N T Y  R E G I O N A L  A I R P O R T    M A S T E R  P L A N  U P D A T E  

O c t o b e r  2 0 2 5  P a g e  3 - 3 3  F a c i l i t y  R e q u i r e m e n t s  

3.7 Summary of Facility Requirements 
The Facility Requirements analysis has identified all facility needs at LPR throughout the 
planning period. Table 3.7-1, LPR Facility Requirements Summary, provides an overall 
summary of airfield, GA, and airport support requirements needed throughout the planning 
period, split by Baseline or Medium Growth Scenarios as needed. For requirements which 
currently exceed the justified Baseline Forecast, justification at the time of implementation will 
be required for federal funding. 

Table 3.7-1 – LPR Facility Requirements Summary 

Result Existing PAL 1 PAL 2 PAL 3 PAL 4 

Airfield Requirements 

RPZ Address incompatibilities within the Runway 7 RPZ 

Taxiway Improvements 
Correct direct access on Taxiway A 

Correct wide expanse of pavement from Public Apron 

GA Facility Requirements 

FBO Redevelop FBO building 

Hangar Space 

Additional Hangars Needed  
(T-Hangars) Baseline Growth - +2 +2 +3 +2 

Additional Hangars Needed  
(Box Hangars) Baseline Growth - +0 +1 +0 +0 

Additional Hangars Needed  
(T-Hangars) Medium Growth - +10 +12 +3 +3 

Additional Hangars Needed  
(Box Hangars) Medium Growth - +4 +2 +0 +1 

Support Facilities 

Additional SRE & Maintenance 
Storage (ft²) Baseline Growth - +50 +110 +160 +210 

Additional SRE & Maintenance 
Storage (ft²) Medium Growth - +210 +550 +770 +1,000 

Fuel Replace old existing tanks with above ground tanks. 

Fencing Update current fencing to make Airport more accessible to the public 

Electric & eVTOL Consider location on Airport property and proactive infrastructure 
needs 

Source: AC 150/5300-13B, FAA AC 150/5325-4B, LPR, CMT 
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